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0.65 < 𝐶𝑏 < 0.815

 

5.5 <
𝐿𝑝𝑝

𝐵
< 7

 

0.24 < 𝐹𝑛 < 0.57

 

𝐶𝑏 ∗ 𝐵

𝐿𝑝𝑝
> 0.135



𝐹𝑛 =
𝑣

𝑔 ∗ 𝐿
=

5 ∗ 0,5144

√9,81 ∗ 79,00
= 0,0916



 



 



 



 

 

 

 

 

 

 

 

 

 

 

 

 



 

 



 

𝑅𝑝𝑎𝑛𝑡𝑜𝑞𝑢𝑒 = 2,33 ∗ (1 − 𝐶𝑚) ∗ 𝐵 ∗ 𝑇       𝑠𝑖𝑒𝑛𝑑𝑜     𝐶𝑚 = 0,986

𝑅𝑝𝑎𝑛𝑡𝑜𝑞𝑢𝑒 = 2,33 ∗ (1 − 0,986) ∗ 21,4 ∗ 8,19 = 1,40 𝑚      

 



 

𝑎 = (0,24 − 0,01 ∗ 𝑍) ∗ 𝐷 = (0,24 − 0,01 ∗ 4) ∗ 4,5 → 𝑎 = 0,9 𝑚

 
 





 

 
 

Hydrostatics 
Main Dimensions 

 

 Draught [m] 8,190 
 Length Overall [m] 85,680 
 Design Waterline Length [m] 84,842 
 Breadth at Waterline [m] 21,757 
 Maximum Breadth [m] 21,765 
Volume 

 

 Displacement [Tonnes] 10914,0 
 Moulded Volume [m] 10647,8 
 LCB [m] 38,369 
 LCB% [%] 52,16 
 VCB [m] 4,621 
 TCB [m] 0,000 
Coefficients 

 

 Cb 0,704 
 Cp 0,714 
 Cwp 0,898 
 Cm 0,986 
Waterplane 

 

 Waterplane Area [m] 1657,8 
 LCF [m] 33,428 
 LCF% [%] 46,33 
 TPC [Tonnes / cm] 17,0 
 MCT [Tonnes-m] 109,8 
 BMT [m] 5,509 
 BML [m] 80,765 
 KMT [m] 10,130 
 KML [m] 85,386 
Area 

 

 Wetted Surface Area [m] 2686,2 
 Midship Section Area [m] 175,7 
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